SECTION H PREVENTIVE MAINTENANCE

( Start ) Preventive Mainrenance Period

Flowchart
‘Start 1. | Tape guide: disasgemble and clean Every 3 moaths
Clean (see Section J for details) 2. | Tape clesner: disassemble and clean | Every 3 months
1. Unload the tape before 3. | Air bearings: disassemble and clean | Annually
cleaning.
2. Use the cleaning solvent [ | 4. | Tape panel front gide : clean Every 6 months
in cleaner kit
(B960-0110-T016A}. 5. | Alr filter (cooling) : clean ( Fvery 3 months
3. Do not use hard tools, such
as wetal bars, which may 6. | FMT air filter : clean | Every 3 months
damage the head.

‘ 7. | Refer to daily operator maintenance See below

Periodic part replacement

1. Turn power off duripg parts 1. | Absclute filter: replace - Every 2 years
replacement. t

2, Use original screws, washers, 2. | Air filter (cooling}: replace Every 2 years
nuts, etc.; verify P/N for .
replaced parts. 3. | Belt {air supply): replace Annually

3. Remove any part that ise
accidentdally dropped into 4, | FMT air filcter: replace Every 2 years
the unit.

Daily Operator Maintenance } Period
1. | R/W and erase heada: clear { Every B hours
2. |} Capstan roller: clean i Every 8 hours
3. | Guide: clean Every § hours
4. | Alr bearing: clean Every 8 hours
5. | Tape cleaner: clean Every B hours
&. | BOT/EOT photc sensor: clean Every 8 hours
7. Co;;;m interior, glass cover: clean Every 8 hours

Note: Air filters should be cleaned or replaced every 3 months, and must
replaced every 2 years. See replacement schedule in Section L.
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